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SE/K 1.868.1 Valve drive EnOcean

The Valve Drive EnOcean is used for efficient room temperature control. It communicates via
the wireless, bidirectional EnOcean protocol. The Valve Drive has a large display for showing
the current room temperature setpoint and a setting dial for manual setpoint adjustment. Via
the ABB i-bus KNXEnOcean Gateway (EG/A 32.2.1) the Valve Drive EnOcean can easily
be included in every KNXsystem
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Components and Interfaces

Ordering

EAN: 4016779996990
Minimum Order Quantity: 1 piece
Customs Tariff Number: 85369095
Dimensions

Product Net Width: 57 mm
Product Net Height: 100 mm
Product Net Depth: 57 mm
Product Net Weight: 0.25 kg
Container Information

Package Level 1 Units: 1 piece
Package Level 1 Width: 60 mm
Package Level 1 Height: 108 mm
Package Level 1 Length: 60 mm
Package Level 1 Gross Weight: 0.27 kg
Package Level 1 EAN: 4016779996990
Additional Information

Degree of Protection: IP30

Power Loss: ow

Product Main Type: Electromotor Valve Drives
Product Name: Heating, Ventilation and Air Conditioning
Rated Voltage (U;): 3V

Certificates and Declarations (Document Number)

Declaration of Conformity - CE:
RoHS Information:

Classifications

2CDK502095D2701
www.abb.com/knx

eClass: 7.0 27143135
ETIM 5: EC000792 - Actuating drive for bus system
ETIM 6: EC000792 - Actuating drive for bus system

Object Classification Code:
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