
B400S
4 ZONE BluOS® NETWORK MUSIC PLAYER

The Bluesound Professional B400S is a 4-zone network music player designed specifically for use in commercial  

installations. This 1U player is based on the established BluOS platform and is capable of playing and distributing content 

from local storage as well as from a large number of streaming services, including some specifically designed for  

commercial use, such as SoundMachine. These sources can be played to one or more of the four available stereo zones 

with the B400S effectively acting as four independent players with the capability of completely separate content and  

control, or grouping into user-definable groups of whatever size required with different zones within the BS400S and/or 

any other connected Bluesound Professional players on the network.

Control of the system can be accomplished by any Windows/Mac computer as well as any iOS/Android phone or  

tablet and the Bluesound Professional CP100W wall mount controller. Third party control is also possible with any of the 

leading systems. Security provisions including no front panel controls on the player prevent any unauthorized control of 

the system, either locally or remotely. 

Balanced line channel outputs are designed specifically for commercial installations and these are supplemented by 

optical and coaxial digital outputs per channel. Analog balanced mic/line and digital inputs allow for the connection of a 

local stereo source. A USB input further adds to the capability of the system by providing replay of files stored on  

connected drives. Built-in DSP allows for equalization as well as other audio processing. Trigger inputs allow for local 

triggering of unit power and signal inputs allow for remote muting of the music. 
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BENEFITS
•  4 stereo zones of network music replay

•  Integration with local network content storage

•  Integration with many streaming services including  
    Spotify, Tidal, Qobuz etc.

•  Integration with a wide variety of internet radio platforms

•  PC/Mac, iOS/Android and third-party control

•  Security preventing unauthorized control

•  Specialist Bluesound Professional wall-mount control panels

•  Support of hi-res audio up to 192kHz/24 bit

•  Support of MQA content

•  Replay from locally connected USB drives

•  DSP providing for equalization and other audio processing

•  Streaming via ethernet for increased reliability

•  Flexible and unlimited grouping of zones within a BluOS system  
    including within B400S

•  Local analog mic/line and digital line inputs

•  Analog balanced, digital optical and coaxial outputs

•  Remote trigger and signal inputs



ARCHITECTS & ENGINEERS SPECIFICATION
The network music player shall allow for the playing of material from network attached drives or a wide variety of 
streaming services including Spotify, Tidal, Qobuz and SoundMachine as well as internet radio platforms such as TuneIn 
and iHeart Radio. 

Streaming shall be via wired ethernet for increased reliability. The player shall allow playing of separate or grouped 
sources to each of four separate stereo zones accessible via balanced barrier pluggable analog barrier strip outputs as 
well as optical or coaxial digital outputs per zone. The player shall support files up to 192kHz and 24-bit resolution as 
well as MQA encoded files. Control of the player shall be possible from PC or Mac computers, Android and iOS mobile 
devices and third-party control systems. In addition, there shall be the provision for the connection of dedicated wall 
mount remote control panels to allow for local control of zones. This player shall be based on the BluOS platform and 
shall be compatible with other BluOS devices to form a complete and integrated ecosystem including flexible grouping 
and control of zones. 

Local balanced mic and line level analog and digital inputs shall also be provided to allow for the additional use of 
local sources. Trigger and signal inputs shall be provided. A USB input shall provide for replay of files stored on local 
connected drives. Built-in DSP shall allow for equalization and other audio processing. The player shall be 1U with no 
front panel controls to prevent unauthorized adjustments and control of the unit shall incorporate security to prevent 
unauthorized access via other devices.

The network music player shall be the Bluesound Professional B400S.

SPECIFICATIONS

© Bluesound International, Bluesound Professional, Bluesound, the stylized wordmark and “B” logotype, the phrase “HiFi for a wireless generation”, and all other Bluesound product 
names and taglines are trademarks or registered trademarks of Bluesound International, a division of Lenbrook Industries Limited. All other logos and services are trademarks or service 
marks of their respective owners.*Non-metric measurements are approximate. 19-016 © 01/19 Bluesound.
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Supported operating SyStemS

Free internet radio

Supported Cloud ServiCeS

integration partnerS

album art

audio

rated diStortion

Signal-to-noiSe ratio

Sample rate

bit depth

CONNECTIVITY
Plays music from network shares on the following desktop  
operating systems: Microsoft Windows XP, 2000, Vista 7-10, 

Apple Macintosh 7-10

TuneIn Radio, iHeartRadio, Calm Radio, Radio Paradise, LiveX-
Live

Spotify, Amazon Music, TIDAL, Deezer, Qobuz,  
HighResAudio, Murfie, Napster, KKBox, Bugs, Taihe Music 

ZONE, SoundMachine

Control4, RTI, Crestron, URC, push, iPort, ELAN, Lutron
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dimenSionS (w x h x d)

net weight

Shipping weight

Mic/Line Balanecd Phoenix

Optical (TOSLINK)

Type A (for USB memory 
stick and supported 

peripherals – FAT 32 
formatted)

Type B (for computer audio 
interface)

Phoenix 12V ±20%

Phoenix

Phoenix- Pin 1, 12V, Pin 2 
Input 1, Pin 3 Input 2, Pin 4 

GND

Balanced Phoenix X 4

Optical x 4 (TOSLINK)
Coaxial x 4

12V ±20%

Ethernet RJ45, GigE

100-240V 50/60Hz

6W Idle (Network Standby 
Mode)

480 x 46 x 234mm 
(18 7/8 x 1 13/16 x 9 1/4”)*

2.7kg (5.9lb)

3.8kg (8.4lb)


