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Control element, 3gang
Busch-priOn®

Functions at a glance

- Free programmable multi-function control element. Order details

« For installation in the 1gang, 2gang and 3gang support frame (6346/10-101, Article No.: 6342-825-101
6346/11-101 and 6346/12-101) Order No.: 2CKA006310A0120

« Support of KNX functions through innovative colour concept (yellow=lighting, EAN: 4011395131039
blue=blind, orange=RTC, magenta=scene and white=neutral/no function Preisgruppe: 42
assigned) or standard illumination red/green. Preis: 124,00 EUR plus VAT

+ The accompanying symbol can be replaced by the symbols for lighting (6353/20- Info sheet: » Download PDF

xxx), blinds (6353/30-xxx), Thermostat (6353/40-xxx) and scene (6353/50-xxx).
Downloads
- For the setting and control of the RTR functions and texts of the display RTR, IR,
and proximity sensor end strip (6351/0x-821). Technical manual

T " device): -5 °C - 45 °C » Technical manual, DE
emperature range (device): - : » Technical manual, NL
- Storage temperature range: -25 °C - 55 °C
Certificat
- Transport temperature range: -25 °C - 70 °C ertiticates . .
» EU-declaration of conformity

- Dimensions: (L x W x D): 71 mm x 106.6 mm x 11 mm » ROHS product declaration

- For software and description please check the current Online-Catalogue.

Software
- ETS programming only with ETS 3.0f or higher » Additional software :PowerTool, V 1.2.122, 17.09.2019
- Additional Power-Tool software necessary. » ETS application for Power-Tool, V 2.0, 17.02.2015

» ETS application for Power-Tool, V 2.0, 17.02.2015

Films on application

» Busch-priOn® - light control (mp4)

» Busch-priOn® - light control (wmv)

» Busch-priOn® - climate control (mp4)
» Busch-priOn® - climate control (wmv)
» Busch-priOn® - timing (mp4)

» Busch-priOn® - timing (wmv)
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https://d37r4ty6ba4sd7.cloudfront.net/en/
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/6341-XXX_6351-08_PH_DE_V1_2CKA001373B8686_BJE.pdf
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/6341-XXX_6351-08_PH_NL_V1_2CKA002273B8686_BJE.pdf
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/6342-825-101_CE_XX_V01_2CKA100000E1474.pdf
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/2CKA006310A0120_ROHS_2019_10_07.pdf
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/PowerTool_SOW_XX_V1-2-122_2CKA000092E2003_BJE.zip
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/634x_635x_VD_PT_TP_XX_V2-0_2CKA000092E2000_BJE.vd5
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/634x_635x_VD_PT_PL_XX_V2-0_2CKA000092E1998_BJE.vd5
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/01_Comfort_LightControl_EN.mp4
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/01_Comfort_LightControl_EN.wmv
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/02_Comfort_ClimateControl_EN.mp4
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/02_Comfort_ClimateControl_EN.wmv
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/03_Comfort_TimeControl_EN.mp4
https://d37r4ty6ba4sd7.cloudfront.net/files/files_ONLINE/03_Comfort_TimeControl_EN.wmv
https://www.busch-jaeger.de/files/images_ONLINE/m_6342_x.gif
https://www.busch-jaeger.de/files/images_ONLINE/m_6342_x.gif?download=1
https://www.busch-jaeger.de/files/images_ONLINE/m_6342_x.gif
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