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Internet Protocol (TCP/ IP) Properties

General

Advanced

Ok Cancel

Obtain an IP address automatically

You can get IP setting assigned automatically if your network supports 
this capability.  Otherwise, you need to ask your network administrator 
for the appropriate IP settings.

Use the following IP address:

IP address:

Subnet mask:

Obtain DNS server address automatically

Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

Default gateway:

192 . 168 .   1   .  10

194 . 179 .  1  . 100
194 . 179 .  1  . 101 

255 . 255 . 255 .   0
192 . 168 .   1   .   1

Default IP Add. 192.168.1.131

What you get1

Connections2 Remote Setup3

Internet Protocol (TCP/ IP) Properties

General

Advanced

Ok Cancel

Obtain an IP address automatically

You can get IP setting assigned automatically if your network supports 
this capability.  Otherwise, you need to ask your network administrator 
for the appropriate IP settings.

Use the following IP address:

IP address:

Subnet mask:

Obtain DNS server address automatically

Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

Default gateway:

192 . 168 .   1   .  10

194 . 179 .  1  . 100
194 . 179 .  1  . 101 

255 . 255 . 255 .   0
192 . 168 .   1   .   1

What you need

Free IP address in the network
Network cable
WIN 10 Client PC in the network
Access to WIN 10 network settings



4.7 Fill in your own IP configuration

CancelReboot system

IP- Adresse:

Netmask:

Standardgategay:

DNS 1:

DNS 2:

192.168.2.20

255.255.255.0

192.168.2.1

194.179.1.100

194.179.1.101

DHCP

ethleth0

Network Configuration

4.6 Set up network connection

Configuration            Help

EditorUserConfig

SMTPConfig

VOIPConfig

Config Metering

DateTimeConfig

DiagnosticPanel

Network Configuration

Congratulation...

5 Go on and explore...

4.5 Start editor and open demo Project

Evolution Connection Manager

IP- Adresse:

v1.0.0

Port (HTTP):

Secure Port (HTTPS):

192.168.1.131

80

443

Open editor

4.1 Switch ON the Evolution 4.2 Open browser in your PC
        and enter the following IP

http://192.168.1.131

HelpToolsBookmarksHistoryViewEditFile

http://192.168.0.131

4.3 Install connection manager

UPDATE FIRMWARE

UPDATE LICENSE

REBOOT

EDITOR

CONTACT



2. Install locally connection
manager

1. open pull down menu

4.4 Start connection manager

EvolutionConnection
Manager

EvolutionConnection
Manager

Configuration4
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