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Product description

Access line rectifier in switch panel housing for power supply e.g. to the ATLC 670-… with 230 V AC switching
contact.

Specifications

Operating voltage: 100–240 V AC +/–10 %, 50/60 Hz

Operating current: 1–0.5 A

Output voltage: 48 V DC

Output current: 800 mA

Fusing: primary T 2 A, secondary short circuit proof

Contact type: changeover switch max. 250 V AC, 6 A

Protection system: IP 20

Ambient temperature: 0 °C to +40 °C

Horizontal pitch (HP): 6

Dimensions (mm) W x H x D: 107 x 89 x 60

Article information

Article�designation Article�description Colour/Material SAP�article�no.

ANG 600-0 Access line rectifier Black 200041605-00
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Accessories

Article�designation Article�description Colour/Material SAP�article�no.

ZAP 6-0 Accessory terminal cover Black 200005205-01
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ATLC/NG 670-0 Access door loudspeaker controller with line
rectifier

Product information 1,3 MB Download

ANG 600-0 Access line recitifer Declaration of Conformity 239 kB Download

http://www.siedle.com/App/WebObjects/XSeMIPS.woa/cms/documentdownload/locale.deDE/did.6812/ATLC_NG_670-0_042224_PI--.pdf
http://www.siedle.com/App/WebObjects/XSeMIPS.woa/cms/documentdownload/locale.deDE/did.6869/ANG_600_Access_Netzgeraet_Konform_Erkl.pdf

