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eco+ 
simple.smart.inexpensive.

The eco+ product range by Lingg & Janke is convincing through its outstanding price-performance ratio. eco+ offers a 

wide range of KNX standard products like switching actuators, blind / shutter actuator and binary inputs. 

By disclaiming the manual operation of the drives and because of the optimized design Lingg & Janke has been able to 

offer a more favorable price. The advantages and the high quality of Lingg & Janke products are still preserved. For ex-

ample the switching actuators are still ideally suited for switching capacitive loads with high switching currents (C-load) 

and the relays of the blind / shutter actuators are plunged so they can be exchanged separately in case of malfunction.  



Pricelist

type RU order.no. EUR/pcs* Pg

switching actuator 2-gang A2F16-E 3 79231 115,00 1

switching actuator 4-gang A4F16-E 4 79232 136,00 1

switching actuator 6-gang A6F16-E 6 79234 174,00 1

switching actuator 9-gang A9F16-E 9 79235 226,00 1

switching actuator 
• 2, 4, 6 or 9 chanels
• switching capacity 16 A with 250 V AC
• suitable for C-load
• 3, 4, 6 or 9 rail units

type RU order.no. EUR/pcs* Pg

binary input 8-gang with integrated switching actuator BEA8FK16-E 9 79241 245,00 1

binary input 8-gang with integrated switching actuator
• with contact status sensor
• 8 chanels
• switching capacity 16 A with 250 V AC
• suitable for C-load
• 9 rail units

type RU order.no. EUR/pcs* Pg

binary input with contact status sensor BE4FK-E 4 79531 138,00 1

binary input 230 V BE4F230-E 4 79532 141,00 1

binary input 4-gang
• Variations: 

• with contact status sensor, potential free - max. cable length 100 m
• 230 V, signal voltage for each channel 230 V AC/DC
• 4 chanels
• 4 rail units

type RU order.no. EUR/pcs* Pg

Blind / shutter actuator 2-gang J2F6-E 3 79431 140,00 1

Blind / shutter actuator 4-gang J4F6-E 4 79432 188,00 1

Blind / shutter actuator 6-gang J6F6-E 6 79434 241,00 1

Blind / shutter actuator 
• 2, 4, or 6 independent drives
• switching capacity 6 A at 250 V AC
• 3, 4 or 6  rail units

KNX/EIB Systemhaus
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Subject to technical modification / 
errors excepted, as at 09/2015

All prices are valid untill 
new pricelist appears.


