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Regensensor

Gebrauchsanweisung

Art.-Nr. 663595
Der Regensensor dient zur Erfassung und Auswertung 
des Niederschlags und ist zur Außenmontage vorgese-
hen. Die Montage erfolgt mit Hilfe des mitgelieferten 
45°-Montagewinkels.
Über einen mäanderförmigen Sensor wird, unter Aus-
nutzung der Leitfähigkeit des Wassers, eine Benetzung 
durch Niederschläge festgestellt, ausgewertet und in 
ein Ausgangssignal (trocken = 0 V, Regen = 10 V) umge-
wandelt.
Zwischenwerte werden nicht erfasst.
Durch die integrierte Heizung (Spannungsversorgung 
REG, AC 24 V/1 A Art.-Nr. 663529 erforderlich) kann na-
hezu verzögerungsfrei das Niederschlagsende erfasst 
werden.

¼ Lebensgefahr durch elektrischen Strom.

Alle Tätigkeiten am Gerät dürfen nur durch Elek-
trofachkräfte erfolgen. Die länderspezifischen Vor-
schriften sowie die gültigen KNX-Richtlinien sind 
zu beachten.

Das können Sie mit dem Regensensor tun

Zu Ihrer Sicherheit
| Hinweis: 

Zur Versorgung der Sensoren (DC 24 V) und Aus-
wertung der Sensorsignale wird eine zusätzliche 
Elektronik (wie z. B. die Bus-Wetterstation) benö-
tigt, welche in Abhängigkeit der analogen Signale 
Messwert- oder Befehlstelegramme auf den Bus 
senden kann.

| Hinweis: 

Sensoren für eine eventuell notwendige Reini-
gung an einem zugänglichen Ort montieren.

| Hinweis: 

Sensoren nicht in der Nähe von Sendeeinrichtun-
gen (z. B. Mobilfunkumsetzer) montieren.

| Hinweis: 

Sensorleitungen nicht parallel zu netz- oder last-
führenden Leitungen verlegen. Um elektromag-
netische Einstrahlungen zu vermeiden, ist ein 
Abstand von einigen Zentimetern zu diesen Lei-
tungen einzuhalten.

| Hinweis: 

Bei der Montage auf ungestörten Regeneinfall 
achten (z. B. nicht unter Dachüberständen).

| Hinweis: 

Sensorfläche nicht beschädigen und regelmäßig 
mit mildem Reinigungsmittel säubern.

Anschluss:
1: weiß Bezugspotenzial (Masse)
2: braun Betriebsspannung DC 24 V
3: grün Ausgang 0 bis 10 V +
4+5: gelb/grau Anschluss Spannungsversorgung 

Heizung AC/DC 24 V 

So montieren Sie den Regensensor
Versorgung extern
Versorgungsspannung: DC 24 V  (DC 15 – 30 V)
Stromaufnahme: ca. 10 mA (ohne Heizung)
Heizung: DC/AC 24 V max. 4,5 W
Zuleitung: 3 m, LiYY 5 x 0,25 mm2

verlängerbar auf max.
100 m (Montagehinweise
beachten)

Ausgang
trocken: 0 V
Regen: DC 10 V (min. 1 kΩ Bürde)

Umgebungstemperatur: -30 °C bis +70 °C
Schutzart: IP 65
Montagelage: ca. 45° Schräge mit 

Montagewinkel
Abmessungen (LxBxH): 58x83x17 mm
Gewicht: ca. 300 g

Merten GmbH & Co. KG, 

Lösungen für intelligente Gebäude
Service Center, Fritz-Kotz-Straße 8,
Industriegebiet Bomig-West
D-51674 Wiehl
Telefon: +49 2261 702-204
Telefax: +49 2261 702-136
E-Mail: servicecenter@merten.de
Internet: www.merten.de
InfoLine:

Telefon: +49 1805 212581* oder +49 800 63783640
Telefax: +49 1805 212582* oder +49 800 63783630
E-Mail: infoline@merten.de

* kostenpflichtig / fee required
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GB

Rain sensor

Operating instructions

Art. no. 663595
The rain sensor is used for recording and evaluating 
rainfall and is intended for outdoor installation. The 
installation is carried out with the help of the 45° 
mounting bracket supplied.
Via a wave-form sensor, using the conductivity of the 
water, rainfall is established, evaluated and converted 
into an output signal (dry = 0 V, rain = 10 V).
Intermediate values are not recorded.
The end of the rainfall can be detected almost 
immediately due to the integrated heating (power 
supply REG, AC 24 V/1 A, art. no. 663529 required).

¼ Risk of fatal injury from electrical current.

All work carried out on the unit may only be 
performed by skilled electricians. The country-
specific regulations and the valid KNX guidelines 
must be followed.

What you can do with the rain sensor

For your safety
| Note: 

An additional electronic module (e.g. the bus 
weather station), which can send measured-
value or command telegrams to the bus 
dependent on the analogue signals, is required to 
supply the sensors (DC 24 V) and to evaluate the 
sensor signals.

| Note: 

Mount the sensors in an accessible location to 
enable cleaning when necessary.

| Note: 

Do not mount sensors in the vicinity of 
transmission equipment (e.g. mobile radio 
converter).

| Note: 

Do not lay sensor cables parallel to mains cables 
or load-carrying cables. To avoid electromagnetic 
irradiation, a distance of several centimetres 
from these cables must be maintained.

| Note: 

When installing the device, ensure that the 
rainfall is undisrupted (e.g. not under a roof 
overhang).

| Note: 

Do not damage the sensor surface and clean 
regularly with a mild cleansing agent.

Connection:
1: white Reference potential (ground)
2: brown Operating voltage DC 24 V
3: green Output 0 to 10 V +
4+5: yellow/grey Power supply connection 

Heating AC/DC 24 V 

How to mount the rain sensor
External supply
Supply voltage: DC 24 V  (DC 15 – 30 V)
Power consumption: approx. 10 mA 

(without heating)
Heating: DC/AC 24 V max. 4.5 W
Incoming cable 3 m, LiYY 5 x 0.25 mm2

extendable to max. 100 m
(observe installation 
instructions)

Output
dry: 0 V
rain: DC 10 V (min. 1 kΩ load)

Ambient temperature: -30 °C to +70 °C
Type of protection: IP 65
Installation position: approx. 45° incline with 

mounting bracket
Dimensions (LxWxH): 58x83x17 mm
Weight: approx. 300 g

Merten GmbH & Co. KG, 

Solutions for intelligent buildings
Service Center, Fritz-Kotz-Straße 8,
Industriegebiet Bomig-West
D-51674 Wiehl
Phone: +49 2261 702-204
Fax: +49 2261 702-136
E-Mail: servicecenter@merten.de
Internet: www.merten.de
InfoLine:

Phone: +49 1805 212581* or +49 800 63783640
Fax: +49 1805 212582* or +49 800 63783630
E-Mail: infoline@merten.de

* fee required

Technical data
V
66

35
-5

82
-0

0
04

/0
7


	Rain sensor
	Regensensor
	Das können Sie mit dem Regensensor tun
	Zu Ihrer Sicherheit
	So montieren Sie den Regensensor
	Technische Daten
	What you can do with the rain sensor
	For your safety
	How to mount the rain sensor
	Technical data



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (ECI-RGB.icc)
  /CalCMYKProfile (ISO Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage false
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 250
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.16667
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.90
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 250
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.16667
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.90
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 600
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 2.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames false
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks true
      /AddColorBars true
      /AddCropMarks true
      /AddPageInfo true
      /AddRegMarks true
      /BleedOffset [
        8.503940
        8.503940
        8.503940
        8.503940
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /ClipComplexRegions false
        /ConvertStrokesToOutlines false
        /ConvertTextToOutlines false
        /GradientResolution 300
        /LineArtTextResolution 2400
        /PresetName <FEFF0031003000300025002000560065006B0074006F007200200032003400300030007000700069>
        /PresetSelector /UseName
        /RasterVectorBalance 1
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.125000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [14400.000 14400.000]
>> setpagedevice


